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Xcell 20 Way 16(C13),
4(C19) 20A Rack Power

Distribution Unit (RPDU)
A Vertical OU rackmount power distribution unit designed to
distribute 230 V AC power to rack-mounted equipment through 16
C13 socket outlets and 04 C19 socket outlets.

» 16 x C13 style socket Outputs
* 04 x C19 style socket Outputs
« 230V AC Operating Voltage

* Current rating 20A

MAIN SPECIFICATIONS

Range of products Xcell

Product / component type Rack Power Distribution Unit
Mounting 0U vertical Mount

Number of C13 Socket Outlets 16

Number of C19 Socket Outlets 04

Color tint Black

Rated Voltage 230V AC 50/60Hz

Rated Current 20A

Maximum Power 4600VA

Unit Control On/Off rocker switch
Insulation Resistance >5MQ

Fire resistance Non

Operating temperature 10°C to +45°C

Relative humidity 0% to 90%

Housing color Black

Cable length 1.5m

Housing material Finishing Cold Rolled Steel

STANDARDS, PACKING & WARRANTY
Warranty 1 Year

ORDER INFORMATION

Product Description Part No
Xcell 20 Way 16(C13), 4(C19) 20A 0U Vertical Mount Non-Metered Rack Power Distribution Unit (RPDU) XLPDU-20
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