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Xcell NetLink Category 6 

Patch Cord, UTP, 1M 

Reliable Category 6 copper patch cord for structured cabling and 

Ethernet connectivity applications. 

•  Category 6 performance 

•  UTP construction 

•  RJ45 connectors 

•  1 m cable length 

•  ETL Verified 

 

 

 

 

MAIN SPECIFICATIONS 

Range of products NetLink 

Product / component type Patch Cord 

Cable shielding type UTP 

Color tint Grey, Green , Blue , Red 

TECHNICAL SPECIFICATIONS 

Type of cable 4 twisted-pairs cables 

Conductor material Copper 

Number of conductors 1 

Communication network category 6 

Connector type RJ45 

Plug material PC (polycarbonate) 

AWG gauge AWG 24 stranded cable 

Insulation resistance >= 500 MOhm at 500 V DC 

Contacts material Gold over nickel 

Rated current [In] 1.5 A 

Contact resistance 20 mOhm 

Rated operational voltage [Ue] < 72 V DC 

Cable length 1 m 

STANDARDS, PACKING & WARRANTY 

Standards ANSI/TIA-568-C.2; Class D ISO/IEC 11801 

Product certification ETL Verified 

Unit type / units per package PCE / 1 

Package dimensions (H x W x L) 1.8 cm x 15 cm x 16 cm 

Package weight 42 g 

Warranty 1 Year 
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ORDER INFORMATION 

 

Product Description Part No 

Xcell NetLink Category 6 UTP Patch Cord, 24AWG, 1m, Grey XLUU6GRY24PVC11 

Xcell NetLink Category 6 UTP Patch Cord, 24AWG, 1m, Green XLUU6GRE24PVC11 

Xcell NetLink Category 6 UTP Patch Cord, 24AWG, 1m, Red XLUU6RED24PVC11 

Xcell NetLink Category 6 UTP Patch Cord, 24AWG, 1m, Blue XLUU6BLU24PVC11 

 


