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XCELL NetLink Wall 

Plate, 1 Gang, Shuttered  

 

 

 

 

 

 

 

MAIN SPECIFICATIONS 

Range of products NetLink 

Product / component type Wall Plate 

Provided equipment With shutter 

Cover plate color White 

TECHNICAL SPECIFICATIONS 

Number of gangs 1 gang 

Communication network category 6 

Suitable connector type Ethernet network: keystone UTP 

Shape of connector Straight 

Fixing mode By 2 screws 

Device mounting Surface flush 

Material ABS + PC 

Width 86 mm 

Length 86 mm 

IP degree of protection IP21 

Ambient air temperature for operation −10 °C to +50 °C 

Ambient air temperature for storage −10 °C to +60 °C 

Targeted region Asia Pacific 

STANDARDS, PACKING & WARRANTY 

Standards ANSI/TIA-568-C.2; Class D ISO/IEC 11801 

Unit type of package PCE 

Units per package 1 

Package dimensions (H × W × L) 2.05 × 8.7 × 8.7 cm 

Package weight 51.35 g 

Warranty 1 year 

 

ORDER INFORMATION 

 

Product Description Part No 

XCELL NetLink Wall Plate, 1 Gang, Shuttered XLFSP-WHT01SHT 

 


